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Parts List and Hardware Identifi cation 

Top Fabric Assembly, Part Number 441.77, Qty - 1

Windshield Spacer, Part 
Number 441.80, Qty - 2

2 Bow, Part Number 
432.85, Qty - 1

2 Bow Bracket, Part 
Number 433.11, Qty - 2

Seal Washer, Part 
Number 435.37, 
Qty - 4

M8 Flat Washer, Part 
Number 433.98, Qty - 6

10-32 Shoulder Bolt, Part 
Number 316.54, Qty - 2

10-32 Nylon Insert 
Nut, Part Number 
316.94, Qty - 2

M8 Nylon Insert Nut, 
Part Number 434.12, 
Qty - 6

M8 x 20 Screw, Part Number 431.59, Qty - 10

Windshield Latch 
Bracket, Part Number 
433.19, Qty - 2

P-Clamp, Part Number 
443.92, Qty - 2

M8 x 35 Screw, Part Number 444.30, Qty - 4

Sliding Snap, Part Number 
285.11, Qty - 7

Door Frame - Rt, Part Number 441.68, Qty - 1

Door Frame - Lt, Part Number 441.67, Qty - 1

Windshield Frame, Part Number 
441.52, Qty - 1

Lower Frame Plate, Part 
Number 443.59, Qty - 2
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Assemble Door Frames to 
Windshield Frame

Use a T25 Torx to remove the Shoulder Bolt and 
Bushing from the Door Frame. Align the Door 
Frame with the Windshield Frame and reinstall the 
Shoulder Bolt and Bushing. Repeat with both Door 
Frames.

Position P-Clamp

Place a P-Clamp with the fl at end to the outside 
over the sport bar above the door opening on each 
side of the vehicle.

Remove Windshield Hardware

Remove the windshield hardware for the existing 
top on both sides of the vehicle.

T25

Install Windshield Latch 
Bracket

Place the Windshield Latch Bracket over the sport 
bar near the windshield mounting holes. 

Hook Windshield 
Latch Bracket 
over Sport Bar

Windshield

Sport Bar

M8 x 20 
Screw

Seal 
Washer

Windshield
Windshield 
Spacer

Windshield 
Latch Bracket

8mm Flat 
Washer

M8 Nylon Insert 
Nut

Windshield

Windshield 
Spacer

Windshield 
Latch Bracket

Sport Bar

Secure Windshield Latch Brackets

Place a Windshield Spacer between the windshield 
and the Windshield Bracket. Install an M8 x 20 Screw 
with a Seal Washer from the front of the windshield 
through the Spacer and Bracket. Install an 8mm Flat 
Washer and an M8 Nylon Insert Nut on the screw 
from the inside.

Repeat this with both Windshield Latch Brackets.

Do Not tighten the fasteners at this time.

T30 13mm

Door Frame

Windshield 
FrameShoulder 

Bolt

Bushing

P-Clamp
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Secure Door Frame to Quarter 
Panel

Mount the Lower Door 
Frame to the Quarter 
Panel with a Lower 
Frame Plate and two 
(2) M8 x 20 Screws. 
Repeat on both sides.

Position Windshield 
Frame Assembly

Set the Soft Top Frame Assembly on top of the 
sport bar.

Soft Top 
Frame 
Assembly

Secure Windshield Frame 
Assembly to P-Clamps

Use an M8 x 20 Screw, M8 Flat Washer and M8 
Nylon Insert Nut to secure the Frame Assembly to 
the P-Clamps on each side of the vehicle.

T30

Install 2 Bow Bracket

Install a 2 Bow Bracket inside the Door Frame with 
two (2) M8 x 20 Screws and M8 Flat Washers. 
Thread the screws into the threaded holes in the 
Door Frame. Repeat this on both sides. 

2 Bow 
Bracket

M8 x 20 
Screws

Rear

View from inside

Front

T30
T30

View from Outside

13mm

M8 x 20 
Screw and 
M8 Flat 
Washer M8 Nylon 

Insert Nut

M8 x 20 
Screws
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Install 2 Bow

Install the 2 Bow on the bracket with a 10-32 Shoul-
der Bolt and 10-32 Nylon Insert Nut on both sides 
of the vehicle.

View from outside

2 Bow

10-32 
Shoulder 
Bolt

10-32 Nylon 
Insert Nut

1/8"

Install Sliding Snaps

Fold the Frame Assembly down and clip the Sliding 
Snaps into the channel along the bottom of the 
Windshield Header.

Snap Top Fabric to Header

Fit the fabric over the header and snap it in place.

Fold Hardware 
Down

Snap Fabric 
to Header

Secure Top Fabric to 2 Bow

Fold the Top Fabric outside to outside to expose the 
bow fl aps inside. Raise the frame and wrap the fl aps 
around the 2 Bow and fasten them to each other.

2 Bow Wrap Flap around 
Bow and Fasten

Secure Rear Window

Fold the top forward, but do not latch it. 

Slip the plastic strip below the rear window into the 
channel on the rear panel.

Slip Plastic Strip 
into channel in 
Panel

Windshield Header

Sliding 
Snaps

Clip Snaps 
into channel
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Final Adjustments

Clamp the Latches to the windshield.

Adjust the fi t.

Tighten all fasteners.

Insert Fabric into Door 
Frame Retainer

Slip the plastic strip 
on the fabric into the 
channel in the Door 
Frame.

Roll Plastic 
into Retainer

Insert Fabric into Windshield 
Frame

Slip the plastic strip on the fabric into the channel in 
the Upper Frame.

Roll Plastic 
into Retainer
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LIMITED WARRANTY
We warrant our product to be free from defects in material and workmanship, for the terms specifi ed below, provided there has been normal use and proper main-
tenance. This warranty applies to the original purchaser only. All remedies under this warranty are limited to the repair or replacement of any item or items found 
by the factory to be defective within the time period specifi ed.  If you have a warranty claim, fi rst you must call our factory at the number below for instructions. You 
must retain proof of purchase and submit a copy with any items returned for warranty work. Damage to products caused by accidents, fi re, vandalism, negligence, 
misinstallation, misuse, Acts of God, or by defective parts not manufactured by us, is not covered under this warranty.  
THE WARRANTY TIME PERIOD IS 12 MONTHS FROM IN SERVICE DATE.
Some states do not allow limitations on how long an implied warranty lasts, or the exclusion or limitation of incidental or consequential damages, so the above limita-
tions or exclusions may not apply to you. This warranty gives you specifi c legal rights, and you may also have other rights which vary from state to state.

For further information or request for warranty work, 
please contact your Pure Polaris Dealer.

Damaged Slider - 
Jaws Spread Apart 
(sometimes broken)

Normal Slider - 
Jaws Parallel

Care and Maintenance of your Bestop Product
Your Bestop product is made of the fi nest materials available. To keep it looking new and for the maximum possible wear, it will need periodic cleaning and maintenance.
Washing: The fabric should be washed often using soap, warm water and a soft bristle brush. Rinse with clear water to remove all traces of soap or use Bestop-
recommended Bestop Cleaner and Bestop Protectant.  Bestop Cleaner and Bestop Protectant are specially formulated to provide a total cleaning and protection system.  
Bestop Cleaner will not harm vehicle fi nish, is biodegradable and environmentally friendly.  Bestop Protectant protects against UV-fading, cracking and hardening.
Windows: Keep windows clean to avoid scratching. DO NOT use a brush on the windows!  Wash with a water-soaked cloth or sponge and a 
mild dishwashing detergent or use Bestop-recommended Bestop Vinyl Window Cleaner, which safely cleans and protects vinyl 
windows while helping prevent UV damage.  NEVER WIPE THE WINDOWS WHEN THEY ARE DRY. Be careful when cleaning 
snow or frost from the vinyl windows since they are easily scratched and may crack at low temperatures.  DO NOT roll the sides 
or rear window in cold weather.  The windows become stiff and will crack.
Zippers: Keeping the zipper cleaned and lubricated with a silicone lubricant will help prevent damage and keep the zippers in a smooth 
working condition. If a zipper opens behind the slider, the slider may have been spread apart. This problem can usually be repaired by using 
an ordinary pair of pliers to bring the sides back into parallel. Return slider to the end of the zipper in the normal Open position.  Squeeze 
lightly at fi rst and test the zipper. If the zipper continues to remain open squeeze more fi rmly with the pliers and try the zipper again. Repeat 
this procedure until the zipper operates correctly.
Water: Seeping through at the seams may be stopped by applying 3-M Scotchgard® on the inside of the seams. Rips in the fabric may be 
repaired with Bondex® iron on patches. Iron the patches to the Inside of the top, carefully following the Bondex® instructions.
Snaps: Keep snaps cleaned and lubricated with silicone to help prevent snaps from sticking to the studs. If a snap does become stuck to a stud, use a screwdriver and 
GENTLY pry apart to prevent permanent damage to the snap or the top fabric.


